CONTRACT NO. 98824

VAR, ST$010+1L82
‘ 4'-0" l 0.0” STA, 10+64.88

TYPICAL SECTION
REND CITY ROAD
FRANKLIN COUNTY

PROFILE GRADE

VAR. ST$010+1L82
STA, 10+64.88 4-0" ‘

F.A, TOTAL | SHEET
RTE. SECTION COUNTY SHEETS| NO.
869 |D-9 SMART FYO7-3| FRANKLIN 31 5
STA. T0 STA.

IFED, ROID DIST. N0 [ILLINOIS | FED. AID PROJECT

PROPOSED HOT-MIX ASPHALT

4,0 7

SHOULDERS, 8” SLOPE VAR. _

PROPOSED HOT-MIX ASPHALT
SHOULDERS, 8"

18//

SEE SHEET NO: 7 FOR
EDGE OF PAVEMENT ELEVATION

SUB-BASE GRANULAR MATERIAL
TYPE A, 47

EXISTING HOT-MIX ASPHALT SURFACE COURSE

SEE SHEET NO: 7 FOR
EDGE OF PAVEMENT ELEVATION

e

PROPOSED PORTLAND CEMENT CONCRETE PAVEMENT, 10"

TO BE USED
10+11.82 TO 10+64.88

EXISTING PORTLAND CEMENT CONCRETE PAVEMENT

= of\projects\d904183\dB4183sch.m32

PLOT SCALE = 25002 '/ IN.

USER NAME

= 2/1/2008
= poesl

PLOT DATE
FILE NAME

TYPICAL SECTION
REND CITY ROAD
FRANKLIN COUNTY

PROFILE GRADE

14.5 ST%{}O+64,88
0.0" STA. 11+56.37

PROPOSED HOT-MIX ASPHALT
SHOULDERS, 8”7

SEE SHEET NGC: 7 FOR
EDGE OF PAVEMENT ELEVATION

SUB-BASE GRANULAR MATERIAL

PROPOSED PORTLAND CEMENT CONCRETE PAVEMENT, 10"

4/w 1
0 PROPOSED HOT-MIX ASPHALT
SHOULDERS, 8”
v -
Var

R VAR

] T~

18" SEE SHEET NO: 7  FOR

EDCE OF PAVEMENT ELEVATION

TYPE A, 47

EXISTING HOT-MIX ASPHALT SURFACE COURSE

TO BE USED

10+64.88 TO 11+56.37 EXISTING PORTLAND CEMENT CONCRETE PAVEMENT

TYPICAL SECTIONS (REND CITY ROAD)




